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EXISTING EXHAUST VENTS TO REMAIN, TYP.
OUTSIDE FACE OF
STUD BELOW

OUTSIDE FACE OF
STUD BELOW EXISTING SKYLIGHT TO REMAIN, TYP.

3:
12

3:
12

3:
12

3:
12

3:
12

3:
12

3:
12

3:
12

3:
12

3:
12

EXISTING ROOF TO REMAIN EXISTING ROOF TO REMAIN EXISTING ROOF TO REMAINNEW METAL ROOF TO
MATCH EXISTING

NEW METAL ROOF TO
MATCH EXISTING

VENTED
RIDGE,
TYP.

NEW
EXHAUST
VENT.  SEE
MECHANICAL.
INSTALL w/
FLASHING &
CRICKETNEW

EXHAUST
VENT.  SEE
MECHANICAL.
INSTALL w/
FLASHING &
CRICKET

S
E

E
 E

AV
E

D
E

TA
IL

S
E

E
 E

AV
E

D
E

TA
IL

REMOVE EXISTING OVERHANG BACK TO
JUST BEYOND THE FACE OF THE
EXTERIOR END WALL

NEW GABLE EDGE TRIM w/ DRIP EDGE
BY ROOF MANUFACTURER.  COLOR TO
MATCH EXISTING ROOF.  INSTALL AS
RECOMMENDED BY THE
MANUFACTURER

PARAPET RAKE TRIM BY ROOFING
MANUFACTURER.  MATERIAL, COLOR,
AND GAUGE TO MATCH ROOF

NEW METAL ROOF.  COLOR AND
PROFILE TO MATCH EXISTING AS
CLOSELY AS POSSIBLE

ICE & WATER SHIELD.  RUN UP FACE OF
EXISTING EXTERIOR WALL

KILN-DRIED PT 2x6 RAFTERS.  SEE
STRUCTURAL

14 GA. SHEETING ANGLE

1" x 3" TAPE SEALER

INFILL WALL ABOVE NEW
ROOF LINE WITH PT 2x
LUMBER AND 1/2" CDX
PLYWOOD

REMOVE EXISTING
EXTERIOR VENT/LOUVER.
LEAVE WALL OPEN AS
POSSIBLE FOR VENTILATION

EXISTING WALL TO
REMAIN.  EXACT
CONSTRUCTION
UNKINOWN

NEW PT 2x8

LAP ICE & WATER
SHIELD UP WALL

EXISTING ROOF
STRUCTURE TO REMAIN

1'-7"

1 
3/

8"

1 1/2"

7"
1 1/8"R 1 7/8"

R 6 1/2"

SEALANT

5/4 x 5-1/2" SMOOTH
CEMENTITIOUS TRIM
BETWEEN RAFTERS

EXTEND PLYWOOD &
VAPOR BARRIER UP TO
DECK ABOVE

2" DIAMETER WHITE PVC
OR ALUMINUM VENT w/
INSECT SCREEN.  LOCATE
EVENLY @ 6" O.C. MAX.

DOUBLE 2x TOP PLATE,
SEE STRUCTURAL

HURRICANE CLIP @
EACH RAFTER, SEE
STRUCTURAL

PT 2x6 BLOCKING, CUT
TO FIT

CDX PLYWOOD, SEE
STRUCTURAL

ICE & WATER SHIELD

KILN-DRIED PT 2x6
RAFTERS w/ OGEE CUT
SIMILAR TO EXISTING

KILN-DRIED, PT 2x4

5/4 x 1-1/2" SMOOTH
CEMENTITIOUS
TRIM

METAL EAVE FLASHING
BY METAL ROOF
MANUFACTURER.  LAP
ICE & WATER SHIELD
OVER FLASHING

METAL ROOF TO MATCH
EXISTING ROOF IN
COLOR & PROFILE.
EXTEND BEYOND EAVE
AS RECOMMENDED BY
THE MANUFACTURER

12
3

3"
NEW GABLE EDGE
TRIM w/ DRIP EDGE
BY ROOF
MANUFACTURER.
COLOR TO MATCH
EXISTING ROOF.
INSTALL AS
RECOMMENDED BY
THE
MANUFACTURER

NEW METAL ROOF.  COLOR AND
PROFILE TO MATCH EXISTING AS
CLOSELY AS POSSIBLE

ICE & WATER
SHIELD.  LAP OVER
FLASHING

METAL FLASHING

CONTINUOUS VAPOR
BARRIER, TAPE ALL
JOINTS

2x4 @ 16" O.C, w/ R-13
BATT INSULATION

DOUBLE 2x TOP PLATE

1/2" CDX PLYWOOD

TEXTURED
CEMENTITIOUS PANEL

KILN-DRIED PT 2x8, PAINT
GRADE

5/4 x "2-1/2
CEMENTITIOUS TRIM

SEALANT

KILN-DRIED PT 1x2,
PAINT GRADE

2" 3"

METAL RIDGE CAP BY
ROOFING MANUFACTURER

1/4-14 x  7/8 LONG LIFE LAPTEK w/
WASHER (FASTENER #4) @ 6" O.C.
(OR AS RECOMMENDED BY
ROOFING MANUFACTURER TO
MEET THE SPECIFIED WIND LOADS

PT 2x6 RAFTERS @ 24"
O.C. SEE STRUCTURAL.

RIDGE BEAM, SEE
STRUCTURALPT 2x BLOCKING, CUT

1-1/2" DIAMETER HOLES
@ 6" O.C. FOR
VENTILATION

SEE STRUCTURAL FOR
BEANM TO RAFTER
CONNECTIONS

METAL ROOF PANELS TO MATCH
EXISTING.  INSTALL AS
RECOMMENDED BY THE METAL
ROOF MANUFACTURER

SELF-ADHERING
ICE & WATER
SHIELD

OUTSIDE CLOSURE BY METAL
ROOF MANUFACTURER

1/4-14 x  7/8 LONG LIFE LAPTEK w/
WASHER (FASTENER #4) @ 24" O.C.
(OR AS RECOMMENDED BY
ROOFING MANUFACTURER TO
MEET THE SPECIFIED WIND LOADS

VENT PANEL

INSTALL ALL SHEATHING, AND ROOFING
PRODUCTS AS RECOMMENDED BY THE
MANUFACTURER AND AS REQUIRED TO
MEET THE DESIGN AND LOADING
PRESSURES INDICATED IN THE
STRUCTURAL DRAWINGS.

1/4"

1'-0 7/8"

2 3/8"

7"
1 1/8"

1/4"

R 1 7/8"

R 6 1/2"

PT KILN-DRIED BEAM,
SEE STRUCTURAL

CDX PLYWOOD, SEE
STRUCTURAL

ICE & WATER SHIELD

PT 2x6 RAFTERS w/ OGEE
CUT

SEALANT, MATCH
SOFFIT COLOR

5/4 x 1-1/2" SMOOTH
CEMENTITIOUS
TRIM

METAL EAVE FLASHING
BY METAL ROOF
MANUFACTURER.  LAP
ICE & WATER SHIELD
OVER FLASHING

METAL ROOF TO MATCH
EXISTING ROOF IN
COLOR & PROFILE.
EXTEND BEYOND EAVE
AS RECOMMENDED BY
THE MANUFACTURER

5/4 x 5-1/2" SMOOTH
CEMENTITIOUS TRIM
BETWEEN RAFTERS

2" DIAMETER WHITE PVC
OR ALUMINUM VENT w/
INSECT SCREEN.  LOCATE
EVENLY @ 6" O.C. MAX.

PT 2x6 BLOCKING, CUT
TO FIT

12
3

HURRICANE CLIP @ EACH
RAFTER, SEE STRUCTURAL

KILN-DRIED, PT 6x6 POST
BEYOND

16" WIDE SMOOTH VENTED
CEMENTITIOUS SOFFIT
PANEL

PT BLOCKING AS REQUIRED
TO SUPPORT SOFFITS

4/4 x 2-1/2" CEMENTITIOUS
TRIM

SCALE: 1/4"   =    1'-0"4 ROOF PLAN

SCALE: 1 1/2"=    1'-0"6 NEW TO EXISTING GABLE DETAIL

SCALE: 3"       =    1'-0"5 EAVE DETAIL @ CHASE

SCALE: 3"       =    1'-0"2 RAKE DETAIL

SCALE: 1 1/2"=    1'-0"1 RIDGE DETAIL

SCALE: 3"       =    1'-0"3 EAVE @ WALKWAY

N

SEE STRUCTURAL FOR
FOUNDATION
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