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NOTE:  COMBUSTION TURBINE FUEL Units 1-3 Oil, Unit 4 Natural Gas KISSIMMEE UTILITY AUTHORITY Project Drawing Rev
1. FLOWS ARE IN 1000 GALLONS PER Day (gpd) GROSS UNIT 4 OUTPUT (MW) 327.4 DEMINERALIZER EFFICIENCY 90% CANE ISLAND POWER PARK 147651 WMB-3 0
2. FLOWS INCLUDE UNITS 1-3 FLOWS FROM FIG UNIT 4 TURBINE CONFIGURATION 1 x 1 CYCLE MAKEUP RATE 2.00% UNITS 1 - 4 WATER MASS BALANCE
    3.5-4 IN THE UNIT 3 SITE CERT APPLICATION AMBIENT TEMP (ºF) 73 LOAD FACTOR 100%   Eng: SAA   Dwg: SAA  
    EXCEPT CLG TWR CYCLES ADJUSTED TO 36.0 DUCT FIRING UNIT 4 On CYCLES OF CONCENTRATION 6.0   Check:      Date:  UNITS 1, 2, & 3 OIL FIRED - TOHO PIPELINE UNAVAILABLE

WELL WATER 
SUPPLY

DISCHARGE TO 
IMPERIAL 

PERCOLATION 
PONDS

UNIT 4 AT 73 ºF AMBIENT, FIRED, 100% LOAD, Gas

UNIT 3 & 4 
EVAPORATIVE 

COOLER

SERVICE WATER 
SYSTEM

MISC. PLANT DRAINS

POTABLE 
WATER/SANITARY 

DRAINS

SEPTIC TANK 
TILEFIELD SYSTEM

OIL/WATER 
SEPARATORS

DRY 
PRETREATMENT

DEMINERALIZATION
SYSTEM

NEUTRALIZATION 
BASIN

WASTEWATER 
COLLECTION

DEMINERALIZED 
WATER TANKS

UNITS 2-4 
STEAM CONDENSATE 

CYCLES

TOHO WATER 
AUTHORITY 

EFFLUENT PIPELINE

UNITS 2, 3, & 4
COOLING TOWERS

COMBUSTION TURBINE 
NOX INJECTION 

WATER 
(UNITS 1, 2 &3)

STORMWATER 
RUNOFF PONDS


